Specifications 



SONY 



'ecordmg system 2-irack i-cliamel monaursl Dimensions Acorai 237 I 71 < 154 mm 





Operating Instructions 



Before operating the unit, please read this manual thoroughly and 
retain it for future reference. 



Troubleshooting Guide 



d any problem persist after you I 



,e checks, consult your nearest Sony dealer 



Cassette cannot be inserted. 



► PLAY cannot be pressed. 



• REC cannot be pressed. 



Cause/Solution 



• The cassette is the wrong way round. 

See "Inserting a Cassette" 

■ ► PLAY is pressed. 

■ The AC power adaptor is not plugged into a wf 
oullel (on AC operation | . 

• No battenes in the battery compartment 
Ion DC operation) 

• Incorrect polarity ot batteries. 

• Weak batteries. 

•II PAUSE is pressed. 
The tape is completely wound towards the 
direction of the arrow on the cassette holder. 
- Rewind the tape with •*« REW.'REVIEW 

• No cassette in the cassette holder 

• The inserted cassette has the tabs removed. 
-r See "Preventing accidental erasure" 



Tape is not erased satisfactorily. 

Ho sound from the speaker. 

Weak or distorted sound, sound drop-outs 



• Clean the erase 

• TYPE II (CrOa)c 
- Use TYPE I (r 



TYPE IV (metal! tape is used. 




Owner's Record 

The model and serial numbers are located on the bottom ot the un 
Record the serial number in the space provided below Refer to tht 
whenever you call upon your Sony dealer regarding this product. 
Model No. TCM-919 Senal No 



WARNING 



To prevent fire or shock hazard, do not expose the unit to rain or 



Sony Corporation 9 1992 Printed in China 



Precautions 



• Do not open the casing. Refer servicing to 
qualified personnel only. 

• Operate the unit only on 6 V DC. 

For AC operation, use the AC power adaptor 
supplied with the unit. Do not use any other AC 
power adaptor as it may cause a malfunction of 
the unit. For battery operation, use tour size C 
(RH) batteries 

• The nameplate indicating operating voltage etc. 
is located on the bottom of the unit, 

• Unplug the AC power adaptor from the waH 
outlet when it is not going lo be used for an 
entended penod of time. To disconnect the AC 
power adaptor, puli il out by grasping the AC 
power adaptor itself. Never pull it by the cord. 

• When the internal battenes are not to be used for 
a long penod ol time, remove them to avoid 
damage caused by battery leakage and 
subsequent corrosion. 

• Do not leave the unit in a location near heat 
sources such as radiators or air ducts, or in a 



• Sbould-any solid ofj|ect or liquid (all into the unit, 
remove the battenes or disconnect the AC power 
adaptor, and have the unit checked by qualified 
personnel before operating it any further. 



- Since a sirong magnet is used for the speaker, 
Keep personal credit cards using magnetic 
coding or spnng-wound watches etc. away from 
the unit to prevent possible damage trom the 

• If the unit has not been used tor a long period of 
time, set it in the playback mode to warm it up for 
a few minutes Before inserting a cassette. 

Note on cassettes longer (turn 90 minutes 

The use of cassettes longer than 90 minutes is not 
recommended except for a long continuous 
recording or playback. The tapes used tor these 
ery thin and tends I 



easily. 

Note on cassette types 

For recording, we recommend the use ot TYPE I 
(normal) tapes only. Do not use TYPE II (CrOs) or 
TYPE IV (metal) tapes. 

If you have any questions or problems concerning 
your unit that are not covered in this manual, 
please consult your nearest Sony dealer. 



Maintenance 



iUjiiiil!; 



ii". i^I i-l, ^ It: iiA Ir IV 



mm 



Cleaning the heads 

Clean the heads, capstan and pi rich -roller after 
every 10 hours ot use to en|oy optimum sound. 
Moisten a cotton swab or a soft cloth with 
alcohol and wipe the parts shown in the 
illustration 

Before cleaning, press • REC while pushing 
the lever as shown in the illustration. After 
cleaning, press U± STOP/EJECT. 



Cleaning the casing 

Clean the casing with a soft cloth slightly 
moistened with water or a mild detergent 
solution. Do not use alcohol, benzinefer thu 
as they may mar the finish. " 



Parts Identification 



Power Sources 




Inserting a Cassette 



Take up any slack in the tape before inserting a cassette. 




Playback 



Recording 



Use only TYPE I (normal) tapes loi recording. 



1 



Cassette" ] 
2 Press *■ PLAY. 
2 Adjust the volume w 




MICROPHONE 



(plug (n power) (built-in) 



Other operations 



tape rapWIy 

During playback 

To skip undesired section, keep**- FF/CUE 
pressed. 

To go back to a certain section, keep 
•M REW/REVIEW pressed. 
When the button is released, playback starts 
again (Cue/review function). 



At the end of the tape 

All the locked burtons will be automatically 
released (Full aulo shut off mechanism). 



Listening with an earphone 

Connect an earphone (not supplied) to the • 
(earphone) (ack of the unit. The buifHn speaker 
will be automatically disconnected. 



Recording with an external 
microphone 

Connect an external microphone (not supplied) 
to the MIC )ack of the unit The built-in 
microphone is automatically disconnected. 
When a plug in power type microphone is 
connected, power will be supplied to the 
mfcrophone from the unit. 

For indexing the tape contents 

Use the tape counter Before recording, press 
the counter reset button to set trie tape counter 
to "000". The figure on the tape counter 
increases dunng playback, recording and fast- 
forwarding, and decreases dunng rewinding. 



Preventing accidental erasure 

Break oft the tab corresponding to tne recc 
side. Any recording on that side will be 
protected. 




